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WALL MOUNTED IP55 CABINETS
Front glass door

Description :

Wall mounted IP55 cabinets are designed for the containment of the main equipment for structured cabling and LAN
networks in environments where it is required a high protection degree. The solution with a new design allows the integration
of a wide range of accessories needed in the most advanced hi-tech environments. Racks have an IP55 protection degree and
are available with a depth of 450 or 600 mm, equipped with front glass door and hinged roof.

LOADING

CODE DESCRIPTION DIMENSIONS (mm) WEIGHT
W D H KG
2010332 Cabinet IP55 19” 600x450x9U with glass door 600 450 543 80
2010337 Cabinet IP55 19” 600x600x9U with glass door 600 600 543 80
2010333 Cabinet IP55 19” 600x450x12U with glass door 600 450 676 100
2010338 Cabinet IP55 19” 600x600x12U with glass door 600 600 676 100
2010334 Cabinet IP55 19” 600x450x16U with glass door 600 450 854 120
2010339 Cabinet IP55 19” 600x600x16U with glass door 600 600 854 120

GENERAL CHARACTERISTICS

‘ —  Steel sheet structure
B —  Colour: Grey RAL 7035
‘ —  Front glass door
— Locking system with double key locks
— No. 2 19” numbered front uprights adjustable in
depth; no. 4 19” numbered front and rear uprights
for racks with depth of 600 mm
— Cableinlets on the base with PG cable glands and
plastic gaskets pre-installed
— Hinged roof with ventilation slots
— Roof is designed to house forced ventilation unit
with 2 fans
— Air filters on the sides with external covers
— Degree of protection IP55 compliant to EN 60529
— Degree of impact resistance: IK09
u — Equipped for grounding
i —  Loading weight: from 80 to 120 Kg depending on
B — il the model
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- WALL MOUNTED IP55 CABINETS
Description :
Front glass door
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WALL MOUNTED IPS5 CABINETS

Description :
Front glass door
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*wall mounting brackets are not included
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